Autodesk Docs://22044 - Cavanaugh Bay Caretakers Building/22044 - Cavanaugh Bay Caretakers Building_22.rvt

12/5/2022 10:51:38 AM

PROJECT:

SITE PLAN

1/8" = 1'-0"

CAVANAUGH BAY CARETAKERS BUILDING SNOW ROOF

23 Chipmunk Ln
Coolin, ID 83821

CLIENT:

VICINITY MAP:

H.A.-JOB # 22044

IDAHO TRANSPORTATION DEPARTMENT

UMMEL

ARNOLD DR

@
()
9
(@]
ARCHITECTS Z
<C
205 N. 10th Street 482 Constitution Way,
Suite 300 Suite TN
Boise, Idaho 83702 Idaho Falls, ID 83402
208.343.7523 208.343.7523
S T R U C T U R A |_ E N G | N E E R Reference # Reference Text Reference # Reference Text
K P F F C O N S U L T | N G E N G | N E E R S 1.01 COORDINATE WITH STRUCTURAL DRAWINGS. 5.03 STEEL ANGLE
1.02 CONTRACTOR TO USE CAUTION EXCAVATING FOOTINGS 5.04 STEEL PLATE AT END OF TRUSS
1.03 PROVIDE LEVEL LANDING. DECOMPOSED GRANITE 5.05 STEEL BEAM. SEE STRUCTURAL.
RECOMMENDED. 7.01 24 GA. STANDING SEAM METAL ROOF PANELS.
DRAWING INDEX: 104 RE-INSTALL RAMP AND RAILINGS TO MATCH EXISTING BASIS-OF-DESIGN: MBCI SUPERLOK. COLOR: FERN GREEN.
. CONDITIONS. MAXIMUM SLOPE SHALL NOT EXCEED 1:12". 7.02 SUPPORT PLATE
GENERAL 1.05 CONTRACTOR SHALL EXCAVATE/REMOVE, AND DISPOSE OF, 703 RIDGE TRIM
EXISTING SOIL AS NECESSARY TO PROVIDE FOR CONCRETE 704 RAKE SUPPORT ANGLE
G0.00  COVER SHEET CAST IN PLACE FOUNDATION PADS (REFERENCE NOTE 3.02), 705 DRIP EDGE
ACCOMODATE RE-INSTALLATION OF EXISTING FOUNDATION :
ARCHITECTURAL SYSTEM, AND MAINTAIN EXISTING FINISH FLOOR ELEVATION. 7.06 PROVIDE A MINIMUM OF TWO ROWS OF METAL SEAM/RIB
A2.01 DEMO FLOOR PLAN AND FLOOR PLAN CONTRACTOR MAY STEP THE CAST IN PLACE CONCRETE PADS MOUNTED SNOW CLIPS ON EACH METAL ROOF SEAM. THE
A2.02 DEMO ROOF PLAN, ROOF PLAN AND DETAILS IN AREAS OF EXCESSIVE GRADE CHANGE. FIRST ROW OF CLIPS SHALL BE PLACED DIRECTLY AB"OVE THE
A301  BUILDING ELEVATIONS 201 CONTRACTOR SHALL REMOVE AND RE-INSTALL THE EXISTING EQ\E/EFE{ESATR'NG POINT, WITH THE SECOND ROW AT 15" ABOVE
MANUFACTURED BUILDING, TO MATCH EXISTING CONDITIONS, :
AS REQUIRED TO FACILITATE THE INSTALLATION OF THE SNOW
STRUCTURAL ROOF STRUCTURE.
2.04 EXISTING RAMP AND RAILINGS TO BE REMOVED AND SALVAGED
S0.00  ABBREVIATIONS, SYMBOLS AND SHEET INDEX FOR RE-INSTALLATION.
S0.01  GENERAL STRUCTURAL NOTES 2.05 EXISTING SANITARY SEWER TANK. RETAIN AND PROTECT.
S0.02  GENERAL STRUCTURAL NOTES 2.06 REMOVE AND DISPOSE OF EXISTING TREE AND ROOTS.
$201  FOUNDATION PLAN 207 EXISTING ELECTRICAL SERVICE POLE, SERVICE ENTRANCE,
$202  ROOF FRAMING PLAN AND ELECTRICAL SERVICE PANEL. CONTRACTOR SHALL
$301  TRUSS ELEVATIONS DISCONNECT ELECTRICAL SERVICE, PROTECT FOR REUSE, AND
S401  CONCRETE DETAILS RECONNECT.
501 STEEL DETALS 2.08 DEMO EXISTING POSTS
2.09 DEMO EXISTING SLAB ON GRADE
210 EXISTING DOMESTIC WATER CONNECTION POINT. RETAIN AND
PROTECT FOR RE-CONNECTION.
G E N E R A |_ N O '|' E S . 2.11 EXISTING BOUNDARY BEARING TREE. PRESERVE AND
. PROTECT.
212 DEMO EXISTING ROOF
A. PRIOR TO START OF CONSTRUCTION, CONTRACTOR TO VERIFY POSITION AND CONDITION OF ALL 214 EXISTING FOUNDATION SKIRTING SYSTEM. REMOVE AND
EXISTING BENCHMARKS. REPLACE TO MATCH EXISTING.
E:' /E\)hil\? TDE%IE;:,’\I:NHC,)\@SR TNS :c?TEU’;l\(L)TFEDBEgngJ%i%D]F AT ODDS WITH INDICATIONS IN THESE DOCUMENTS 301 CAST-IN-PLACE CONCRETE
" SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE ARCHITECT OR CONSTRUCTION MANAGER. 3.02 gﬁg&gj’éﬁ? CONCRETE FOUNDATION PADS. SEE
D. PRIME AND PAINT ALL EXPOSED STEEL. PRIME WITH ONC COAT ZINC CLAD PRIMER AND PAINT WITH DTM :
ACRYLIC COATING. BASIS-OF-DESIGN: SHERWIN WILLIAMS PRO INDUSTRIAL DTM ACRYLIC COATING. 5.01 SNOW ROOF STRUCTURE STEEL COLUMN. SEE STRUCTURAL.
COLOR: MATCH SW 9084 COCOA WHIP. 5.02 COLD-FORMED METAL TRUSSES

E. CONTRACTOR SHALL REMOVE AND RE-INSTALL THE EXISTING MANUFACTURED BUILDING, TO MATCH
EXISTING CONDITIONS, AS REQUIRED TO FACILITATE THE INSTALLATION OF THE SNOW ROOF STRUCTURE.
F.  REMOVE AND RE-INSTALL EXISTING BUILDING SUPPORT TO MATCH EXISTING CONDITIONS.
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CODE INFORMATION:

PROJECT SCOPE:
CARETAKER MANUFACTURED BUILDING AREA: 1,067 SF
SNOW BEARING STRUCTURE AREA: 2,219 SF

WORK OF THE PROJECT IS THE INSTALLATION OF AN
ENGINEERED STEEL SNOW BEARING STRUCTURE ABOVE AN
EXISTING SEASONALLY OCCUPIED CARETAKER
MANUFACTURED RESIDENCE.

IN ORDER TO FACILITATE THE INSTALLATION OF THE SNOW
BEARING STRUCTURE THE REMOVAL, AND REINSTALLATION OF
THE EXISTING CARETAKER MANUFACTURED RESIDENCE IS
NECESSARY.

SYMBOLS:

ALL WORK PERFORMED SHALL COMPLY WITH THE FOLLOWING CODES:

ARCHITECTURE:

2018 INTERNATIONAL RESIDENTIAL CODE (IRC)
2018 INTERNATIONAL BUILDING CODE (IBC)

FIRE PROTECTION:
2018 INTERNATIONAL FIRE CODE

MECHANICAL:

2018 INTERNATIONAL MECHANICAL CODE

PLUMBING:
2018 UNIFORM PLUMBING CODE

ELECTRICAL:

2020 NATIONAL ELECTRICAL CODE (NEC)

INTERIOR ELEVATIONS

A2 SHEET NUMBER

A1~ DETAIL NUMBER

DETAIL REFERENCE
-—— DETAIL NUMBER
.—— SHEET NUMBER
EXTERIOR ELEVATION REFERENCE

"1\ —— DETAIL NUMBER
\A10fa /" —— SHEET NUMBER

A WALL SECTION REFERENCE
I 1 DETAIL NUMBER
A01a/ o SHEET NUMBER

BUILDING SECTION REFERENCE
I —=— DETAIL NUMBER
——— SHEET NUMBER

DETAIL REFERENCE

/~ 1\ —— DETAIL NUMBER
\ATO1)

—=—— SHEET NUMBER

ELEVATION SYMBOL
T.0. WALL ELEVATION DESCRIPTION

100'-0" —=— ELEVATION ABOVE DATUM

REFERENCE NOTE DESIGNATION
@ ——— REFERENCE NOTE NUMBER

NORTH

CENTER LINE SYMBOL

BREAK LINE

ROUND BREAK LINE

NORTH ARROW
PLAN NORTH

TRUE NORTH

EXISTING WALL TO REMAIN

WALL TO BE DEMOLISHED

NEW WALL

GRAPHIC SCALES

Ol 4! 8!
16'

12“ 1/2n / 12u

G wll

SLOPE INDICATION
RISE

RUN

REVISION DESIGNATION
REVISION NUMBER

REVISION CLOUD
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/_@ GENERAL NOTES

A, PLAN WALL DIMENSIONS ARE TO GRID LINE OR FACE OF WALL
STRUCTURE. "CLEAR" DIMENSIONS ARE TO FACE OF WALL FINISH.
B. FIELD VERIFY ALL EXISTING CONDITIONS AND THEIR COMPATIBILITY
WITH NEW CONSTRUCTION PRIOR TO THE COMMENCEMENT OF
WORK. COORDINATE DISCREPANCIES WITH ARCHITECT.
C. DO NOT SCALE DRAWINGS.
D. SEE STRUCTURAL DRAWINGS FOR MORE INFORMATION.
@ E. PRIME AND PAINT ALL EXPOSED STEEL. PRIME WITH ONC COAT
ZINC CLAD PRIMER AND PAINT WITH DTM ACRYLIC COATING. BASIS-
OF-DESIGN: SHERWIN WILLIAMS PRO INDUSTRIAL DTM ACRYLIC
COATING. COLOR: MATCH SW 9084 COCOA WHIP.

REFERENCE NOTES <>

I 101 COORDINATE WITH STRUCTURAL DRAWINGS.
1 102 CONTRACTOR TO USE CAUTION EXCAVATING FOOTINGS
ah o yrr-———————- - - 103 PROVIDE LEVEL LANDING. DECOMPOSED GRANITE RECOMMENDED.

e T 104  RE-INSTALL RAMP AND RAILINGS TO MATCH EXISTING CONDITIONS.
MAXIMUM SLOPE SHALL NOT EXCEED 1:12".

1.05 CONTRACTOR SHALL EXCAVATE/REMOVE, AND DISPOSE OF,
EXISTING SOIL AS NECESSARY TO PROVIDE FOR CONCRETE CAST IN
PLACE FOUNDATION PADS (REFERENCE NOTE 3.02), ACCOMODATE
RE-INSTALLATION OF EXISTING FOUNDATION SYSTEM, AND
MAINTAIN EXISTING FINISH FLOOR ELEVATION. CONTRACTOR MAY
STEP THE CAST IN PLACE CONCRETE PADS IN AREAS OF EXCESSIVE
GRADE CHANGE.

2.01 CONTRACTOR SHALL REMOVE AND RE-INSTALL THE EXISTING

O MANUFACTURED BUILDING, TO MATCH EXISTING CONDITIONS, AS
REQUIRED TO FACILITATE THE INSTALLATION OF THE SNOW ROOF
STRUCTURE.

2.04 EXISTING RAMP AND RAILINGS TO BE REMOVED AND SALVAGED FOR
RE-INSTALLATION.

2.05 EXISTING SANITARY SEWER TANK. RETAIN AND PROTECT.
@ 2.06 REMOVE AND DISPOSE OF EXISTING TREE AND ROOTS.
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‘ 207 EXISTING ELECTRICAL SERVICE POLE, SERVICE ENTRANCE, AND
ELECTRICAL SERVICE PANEL. CONTRACTOR SHALL DISCONNECT
@ ‘ ELECTRICAL SERVICE, PROTECT FOR REUSE, AND RECONNECT.
|
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2.08 DEMO EXISTING POSTS
2.09 DEMO EXISTING SLAB ON GRADE

210 EXISTING DOMESTIC WATER CONNECTION POINT. RETAIN AND
PROTECT FOR RE-CONNECTION.

o 2.11 EXISTING BOUNDARY BEARING TREE. PRESERVE AND PROTECT.
3.01 CAST-IN-PLACE CONCRETE

3.02 CAST-IN-PLACE CONCRETE FOUNDATION PADS. SEE STRUCTURAL.
5.01 SNOW ROOF STRUCTURE STEEL COLUMN. SEE STRUCTURAL.
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GENERAL NOTES

A.  ALL METAL ROOF FLASHING DETAILS SHALL BE PER
MANUFACTURER'S RECOMMENDATIONS AND REVIEWED BY THE
ARCHITECT FOR DESIGN INTENT.

B. SEE STRUCTURAL FRAMING PLAN FOR ROOF DECK HEIGHTS TO
ESTABLISH ROOF SLOPES AND ROOF MEMBER LOCATIONS.

C. ALL FINISHED ROOF SLOPES TO ACHIEVE A MINIMUM OF 4" PER
FOOT SLOPE IN DIRECTION INDICATED. IT IS THE RESPONSIBILITY
OF THE ROOFING CONTRACTOR TO INSTALL ROOFING
COMPONENTS TO MEET THESE REQUIREMENTS.

D. ALL DIMENSIONS ARE FOR GENERAL ARRANGEMENT AND LOCATION
ONLY. ACTUAL REQUIREMENTS AND DIMENSIONS ARE TO BE
VERIFIED AND COORDINATED WITH EQUIPMENT, OTHER

y -0 5 CONSTRUCTION TRADES, SHOP DRAWINGS AND STRUCTURAL
FRAMING.
7 E. CONSTRUCTION SHALL BE IN FULL COMPLIANCE WITH ALL CURRENT
LOCAL CODES AND REGULATIONS IN EFFECT AT THE TIME OF

@ qn AGREEMENT BETWEEN OWNER AND CONTRACTOR.
/ 1om F.  DETAILS IN THE PROJECT DRAWING ARE SHOWN AT SPECIFIC
\ LOCATIONS AND ARE INTENDED TO SHOW GENERAL
REQUIREMENTS THROUGHOUT.
G. RE: EXTERIOR ELEVATIONS FOR RIDGE HEIGHTS.
H. RE: SHEET G0.00 FOR ROOF ASSEMBLIES.
[. FOR SIZE AND CONNECTION DETAILS OF STEEL FRAMING

COMPONENTS (BEAMS AND COLUMNS), STEEL JOISTS AND
GIRDERS, STEEL DECKING AND OTHER STEEL SECTIONS, REFER TO
STRUCTURAL DRAWINGS.

J. FORROOF OVERHANG DIMENSIONS, COORDINATE WITH EXTERIOR
~ WALL SECTIONS.
ST o K. PRIME AND PAINT ALL EXPOSED STEEL. PRIME WITH ONC COAT
N ZINC CLAD PRIMER AND PAINT WITH DTM ACRYLIC COATING. BASIS-
OF-DESIGN: SHERWIN WILLIAMS PRO INDUSTRIAL DTM ACRYLIC
COATING. COLOR: MATCH SW 9084 COCOA WHIP.
L. FORREINFORCING OF CONCRETE SLABS, FOOTINGS AND
FOUNDATIONS, COORDINATE WITH STRUCTURAL DRAWINGS.
M. DO NOT SCALE DRAWINGS.

1.01 COORDINATE WITH STRUCTURAL DRAWINGS.

2.01 CONTRACTOR SHALL REMOVE AND RE-INSTALL THE EXISTING
MANUFACTURED BUILDING, TO MATCH EXISTING CONDITIONS, AS
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_ = S REQUIRED TO FACILITATE THE INSTALLATION OF THE SNOW ROOF
= S STRUCTURE.
212 DEMO EXISTING ROOF
m RIDGE DETAIL . N 501 SNOW ROOF STRUCTURE STEEL COLUMN. SEE STRUCTURAL.

B1 502 COLD-FORMED METAL TRUSSES

A2.02 ] 3=10 503  STEELANGLE
504  STEEL PLATE AT END OF TRUSS

5.05 STEEL BEAM. SEE STRUCTURAL.

7.01 24 GA. STANDING SEAM METAL ROOF PANELS. BASIS-OF-DESIGN:
MBCI SUPERLOK. COLOR: FERN GREEN.

7.02 SUPPORT PLATE

7.03 RIDGE TRIM

7.04 RAKE SUPPORT ANGLE
7.05 DRIP EDGE

7.06 PROVIDE A MINIMUM OF TWO ROWS OF METAL SEAM/RIB MOUNTED
SNOW CLIPS ON EACH METAL ROOF SEAM. THE FIRST ROW OF CLIPS
SHALL BE PLACED DIRECTLY ABOVE THE EAVE BEARING POINT,
WITH THE SECOND ROW AT 15" ABOVE THE FIRST.
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"~ A. RE: STRUCTURAL FOR CONCRETE REINFORCING.
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B // - B - B o o - B L NEW ROOF - I — — B — — — — — — — — — — — — — — — | NEW ROOF
110'- 0" ] [ 110°-0° 1.01 COORDINATE WITH STRUCTURAL DRAWINGS.
104  RE-INSTALL RAMP AND RAILINGS TO MATCH EXISTING CONDITIONS.
_ 1 _ - _ _ _ _ _ _ _ I (E)ROOF_ 4 _ | _ — il - - - - - - — - - — - - - _ _ (E) ROOF MAXIMUM SLOPE SHALL NOT EXCEED 1:12".
108'-0 108'-0 201  CONTRACTOR SHALL REMOVE AND RE-INSTALL THE EXISTING
@@ @ MANUFACTURED BUILDING, TO MATCH EXISTING CONDITIONS, AS
REQUIRED TO FACILITATE THE INSTALLATION OF THE SNOW ROOF
STRUCTURE.
214 EXISTING FOUNDATION SKIRTING SYSTEM. REMOVE AND REPLACE
L TO MATCH EXISTING.
501  SNOW ROOF STRUCTURE STEEL COLUMN. SEE STRUCTURAL.
502  COLD-FORMED METAL TRUSSES
701 24 GA. STANDING SEAM METAL ROOF PANELS. BASIS-OF-DESIGN:
> MBCI SUPERLOK. COLOR: FERN GREEN.
. 214 703  RIDGE TRIM
— + — \ — — — — — — — — 1 E) T'%%Z.E_EOL.. — — — X — — — — — — — — — — — — — — — — — E) T'Oj?)g.E_EOL.. 706  PROVIDE A MINIMUM OF TWO ROWS OF METAL SEAM/RIB MOUNTED
SNOW CLIPS ON EACH METAL ROOF SEAM. THE FIRST ROW OF CLIPS
B B B - i - B - B - - B o , | EAST SLAB < SHALL BE PLACED DIRECTLY ABOVE THE EAVE BEARING POINT,
i L I ' ' 98'-5" WITH THE SECOND ROW AT 15" ABOVE THE FIRST.
- ] WEST GROUND

97! ~ 4|| [
WEST GROUND
97| _ 4"

/BT WEST ELEVATION /B3 SOUTH ELEVATION

A3.01 ) =1 A3.01 ) 1=t

E1

A2.01 )
A\@} ©
i S~ T
_— SN ~_ i\\\u\*\'db & '4>_‘3::3:::::::::::::::
o . Q 1 NN S A A A 1 A A A A A S U O W A A U S I D J I )
N\ - _ e _ - - - | o NEWROOF @ L . . - . - — — — — — — — B — = _ — — H - e %
s N BT o] — i e
‘ l\l\
I =
@ g 4 @ \ D

B ’_\ B B B B B B | / (E)T.0. STEEL B B B i N 7% - N _ _ _ _ _ % | -~ (E)TO.STEEL g

/ 100'- 0 7 100°-0
| S |_EAST SLAB [ I g i L _ - _ _ _ _ — _ — — - — ~ EASTSLAB “

9'-5 _ | | | 9'-5
B - B - B B - B B - B - - B B ] WEST GROUND gy

/C1 EAST ELEVATION /€3 NORTH ELEVATION

A3.01 /) 14"=10" A3.01 ) 14"=10"

1 UMMEL

ARCHITECTS

205 N. 10th Street 482 Constitution Way,
Suite 300 Suite M

Boise, Idaho 83702 Idaho Falls, ID 83402
208.343.7523 208.343.7523

Project:

CAVANAUGH BAY
CARETAKERS BUILDING
SNOW ROOF

23 Chipmunk Ln
Coolin, ID 83821

Sheet:

BUILDING ELEVATIONS

Revisions: A

AGENCY REVIEW

Project No: 22044
Drawn By: LE
Checked By: TB/MB
Date: 12/2/2022
Sheet No

 A3.01



	ARCHITECTURAL
	G0.00 - COVER SHEET
	A2.01 - DEMO FLOOR PLAN AND FLOOR PLAN
	A2.02 - DEMO ROOF PLAN, ROOF PLAN AND DETAILS
	A3.01 - BUILDING ELEVATIONS


